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Multi-functional hand held portable telephone - includes hand held audio 
visual data entry unit with camera reading sensor on rotational pivot 
with MPEG-4 compatible low bit rate audio visual interactive 
communications algorithm 
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Abstract (Basic) : WO 9726744 A 

The personal interactive audio visual audio data entry system 
includes a hand held audio visual data entry unit. The hand held unit 
includes a camera reading sensor on a rotational pivot for sensing 
images in various positions allowing interactive communication, 
MPEG-4 compatible audio video coder that is designed for audio visual 
communication over the GSM digital cellular network. It uses a low bit 
rate audio visual interactive communications algorithm which allows 
various forms of wireless communications, commands and/or data and 
for produces input signals in response to the sensed commands and/or 
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data, rewritable storage and/or PCMCIA ports and associated controller 
for information relating to selectable items. 

A controller is connected to receive and process the input signals 
from the sensor for responding to the commands to control the hand 
held unit and/or to the data to select an item and a display screen for 
displaying a user readable representation of the commands and/or 
stored information for the selected item and a telecommunications 
interface for telephonic transmission of information relating to 
interactive audio visual communications and selected item or items 
from the storage to a remote processing centre and for telephonic 
transmission of audio visual information and/or information relating to 
selectable items from the remote processing centre to the storage. 

USE/ADVANTAGE - Provides telephone with integral reading head, 
controller, rewritable storage, display, touch screen area, keypad and 
telecommunications interface to enable self contained and efficient 
capture and display of information. Display allows user to verify 
and/or view data being captured without taking eyes off area in which 
data capture is taking place. 

Dwg. 1/10 

Title Terms: MULT I ; FUNCTION; HAND; HELD; PORTABLE; TELEPHONE; HAND; HELD; 

AUDIO; VISUAL; DATA; ENTER; UNIT; CAMERA; READ; SENSE; ROTATING; PIVOT; 

COMPATIBLE; LOW; BIT; RATE; AUDIO; VISUAL; INTERACT; COMMUNICATE; 

ALGORITHM 
Derwent Class: T01; W01; W02 
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File Segment: EPI 
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includes hand held audio visual data entry unit with camera reading 
sensor on rotational pivot with MPEG- 4 compatible low bit rate audio 
visual interactive communications algorithm 

. . .Abstract (Basic) : The personal interactive audio visual audio data 
entry system includes a hand held audio visual data entry unit. The 
hand held unit includes a camera reading sensor on a rotational pivot 
for sensing images in various positions allowing interactive 
communication, MPEG-4 compatible audio video coder that is designed for 
audio visual communication over the GSM digital cellular network. It 
uses a low bit rate audio visual interactive communications algorithm 
which allows various forms of wireless communications, commands 
and/or data and for produces input signals in response to the sensed 
commands and/or data, rewritable storage and/or PCMCIA ports and 
associated controller for information relating to selectable items... 

. . .A controller is connected to receive and process the input signals from 
the sensor for responding to the commands to control the hand held 
unit and/or to the data to select an item and a display screen for 
displaying a user readable representation of the commands and/or 
stored information for the selected item and a telecommunications 
interface for telephonic transmission of information relating to 
interactive audio visual communications and selected item or items 
from the storage to a remote processing centre and for telephonic 
transmission of audio visual information and. . . 

...head, controller, rewritable storage, display, touch screen area, keypad 
and telecommunications interface to enable self contained and efficient 



2 of 3 



8/30/01 1:12 PM 



DialogC lassie \Afcb(tm) http://\wv\v.dialogc!assic.com/main.vmg\v 

capture and display of information. Display allows user to verify 

and/or view data being captured without taking eyes off area in which 

data capture is taking place... 
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